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Raffles RL101 TOP TIER PAO top power fully synthetic motor oil
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product manual:
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Raffles RL101 TOP TIER PAO's top-of-the-line fully synthetic motor oil meets the standards of
exhaust emissions, fuel consumption control and evaporation required by state-of-the-art
engines to provide superior protection for the latest gasoline engines. This oil is formulated with
polyalphaolefin and top-grade additives. It has a natural high viscosity index and excellent
thermal stability. It maintains oil viscosity stability when the temperature changes greatly, and
the engine performs excellently. During the operation, the low-temperature sludge can be
effectively decomposed and the formation of high-temperature deposits can be excellently
suppressed, and the engine can be made cleaner. Meet the IFSAC GF-4 standard and ACEA

requirements, more in line with energy-saving requirements.
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Advantage / use:
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Maintain good fluidity at all temperatures and driving conditions.
Make the engine perform better.
Superior high temperature protection.

Anti-rust and anti-corrosion to maximize the service life.
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Measurement item Measurement method Measurement result
SAE viscosity grade SAE J 300 0ow40
Specific gravity @ 15 oC ASTM D 4052 0.8489
Flash point (open cup), oC ASTM D 92 216
Pour point , oC ASTM D 97 —42
Kinematic viscosity @ 400C (cSt) ASTM D 445 75.72
@ 100°C (cSt) ASTM D 445 13.44
Viscosity index ASTM D 2270 182
Chroma ASTM D 1500 <3.0
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SAE M4 SAE J 300 0W40
lk#E @ 15 °C ASTM D 4052 0.8489
WA GFEa °C ASTM D 92 216
i, °C ASTM D 97 -42
IBANKE @ 40°C (cSt) ASTM D 445 75.72
@ 100°C (cSt) ASTM D 445 13.44
REEE SR ASTM D 2270 182
o ASTM D 1500 <3.0
Meet the following level standards:
F5& LA S bk«
BMW LL-01
MB 229.3/229.5
PORSCHE A40
VW502/505
RN0700/0710

e P AR SR AT S R D A A R R R b B LU SRR B B B, 3R
THBCEARAREE AT B A% 4006800770, KA I AKHZ LA R A H ARG B B R br (18 A VEEAT

BUITRLR, TRASRER 2 B AR SC R S MM EAT ST




