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Raffles RL160B 10W40

SEMh1: RL160B 10W40 7 B
product manual:
7 it

Raffles RL160B 10W40 Synthetic Oil combines state-of-the-art lubrication
technology with advanced hydrocracking base oils and high-tech core additives to
provide extreme protection for gasoline, diesel, LNG and CNG engines operating
under harsh conditions . Raffles RL160B 10W40 Synthetic Oil not only meets the high
performance standards of the American Petroleum Institute API SM, but also exceeds
the relevant standards in terms of exhaust emissions, fuel consumption and volatility.

Mkt RL160B 10W40 {5 i T itk ol il 14 I 20 2L A 5 ke R v R A%
LRI, 285 G 5 S 1 A RO (S 95 460 N IS AT i 2 8L S &)
By WA IR TR AN LA B A6 R AR R BN R R . S 1- RL1608
10W40 5 R AN R 2] 7 32 [E Al e 23 APISM 1 s PE BEAR 1, 1 FL7E 2 < HEL
FEIH R A PR 557 T S8 R R 1 AR DA HE N 2R .

Advantage / use:
(W=VAREBE

It can effectively protect the engine when traffic is crowded.

Make the engine run smoothly.

Effectively protect the engine under poor driving conditions.

Beyond the US gasoline engine and LNG engine.

And the highest standards for oils used in compressed natural gas engines.
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Typical physical property:

PRLAPE:
Measurement item Measurement methods | Measurement result
SAE viscosity grade SAE J 300 10W40
Specific gravity @ 15 oC ASTM  D—-4052 0.8631
Flash point (open cup), oC |ASTM D-92 218
Pour point , oC ASTM  D-97 =30
Kinematic viscosity @ 400C (cSt) ASTM  D—-445 101. 6
@ 100°C (cSt) ASTM  D-445 15.13
Viscosity index ASTM  D-2270 156
Total base number, (mgKOH/g) ASTM  D-2896 6.5
Chroma ASTM  D-1500 2.5
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Meet the following level standards:
FF DA 25 b

APISN/SL

ACEA A3/B3-04, A3/B4-04
Mercedes-Benz 229.1
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