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Raffles RL-675 DCT-DSG

3+ RL-675 DCT-DSG

product manual:

AR

Raffles RL-675 DCT-DSG (Double Clutch Automatic Transmission) is a premium synthetic
automatic transmission fluid. Formulated with selected high viscosity index synthetic base
oils and the latest additive technology, including friction modifiers, cleaning dispersants,
antioxidants, viscosity index improvers, rust inhibitors and defoamers, for modern vehicles
Excellent oxidation resistance, friction stability, wear resistance and low temperature fluidity.

Raffles RL-675 DCT-DSG Synthetic Automatic Transmission Fluid is suitable for Volkswagen,
SEAT and Skoda 6-speed wet dual clutch automatic transmission (factory in 2003), Ford,
Volvo, Mitsubishi, PSA and Chrysler 6 speed Wet double clutch automatic transmission
(factory delivery in 2007).
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Advantage / use:

Pri/Mig:

Provides excellent oxidation and thermal stability for a longer service life.

Excellent wear protection to protect critical transmission components.

High viscosity index and excellent viscosity stability.

Provides good low temperature fluidity in extremely low temperature environments.
Excellent rust and corrosion protection.
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Measurement item Measurement method | Measurement result
Specific gravity @ 15 oC ASTM D 4052 0. 8551
Flash point (open cup), oC ASTM D 92 194
Pour point , oC ASTM D 97 —45
Kinematic viscosity @400C (cSt) ASTM D 445 34.41
@ 100°C (cSt) ASTM D 445 7.058
Viscosity index ASTM D 2270 173
Exterior Visual inspection <1
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Meet the following level standards:

PR LU QbR :
Audi VW TL 052 182/529
Audi G 05229 A2/052513 A2

BMW 83 22 0 440 214, 83 22 2 147 477

BMW 83 22 2 148 578/579
Peugeot/Citroen 9734.S2
Ford M2C936A

AHEATFER DT FWE A

Mercedes—Benz MB 236.21 (001 989 85 03)

Mitsubishi MZ320065 Dia—Queen SSTF-I

Nissan M2C936A
Porsche 0il No. 999.917. 080. 00

Seat/Skoda/Volkswagen VW TL 052 182

Volvo 1161838 1161839

FIAT 9. 55550-MZ6

Ford M2C-200D2

Renault EDC

Volkswagen Audi Group TL-52512
Audi TL-52513
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