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Raffles RL-671 CVT-10 fluid
JEffh+ RL-671 CVT-10 Fidk

product manual:
SRR

Raffles RL-671 CVT-10 Fluid is formulated from high performance fully synthetic base oils
and carefully selected advanced specialty additives, including friction modifiers, cleaning
dispersants, antioxidants, viscosity index improvers, rust inhibitors. And defoamers, etc. CVT-10
Fluid is a multi-functional automatic transfer fluid with balanced performance. It is specially
designed to meet the requirements of the latest modern technology of Automotive Continuous
Variable Transmissions. It is a metal belt as the return speed governing mechanism. The most
important difference between the transmission and the conventional automatic transmission is
that it eliminates the complicated and cumbersome gear combination transmission, and only
uses two sets of pulleys for the transmission. Since the CVT can achieve continuous change of the
transmission ratio, which results in the best match between the drive train and the engine
operating conditions, improves the fuel economy and power of the vehicle, improves the driver's
handling convenience and the ride comfort of the occupant, so it It is an ideal car transmission.
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Advantage / use:

Pri/Mig:

Provides excellent friction, oxidation and thermal stability.

Superior anti-wear and oil film thickness.

Excellent low temperature fluidity and low temperature start protection.
Excellent shear stability provides stable power.

Suitable for all kinds of sealing rings.
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Measurement item Measurement method | Measurement result
Specific gravity @ 15 oC ASTM D 4052 0. 8515
Flash point (open cup), oC ASTM D 92 194
Pour point , oC ASTM D 97 —45
Kinematic viscosity @400C (cSt) ASTM D 445 33.67
@ 100°C (cSt) ASTM D 445 7.28
Viscosity index ASTM D 2270 189
Exterior Visual inspection red
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Meet the following level standards:
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Audi/VW TL 52180, G 052 180, G 052 180, G 052 516

Ford CVT30, Mercon C
Honda (HMMF, HCF-2)

Subaru (Lineartonic CVTF, K0425Y0710, CV-30, High Torque

Honda Z-1(CVT model)
Nissan (NS-1, NS-2, NS-2)
Mazda CVTF,

Mazda CVT3320
Toyota/Lexus (TC, FE)
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