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Raffles RL236B 20W50 Synthetic Chaiqi General Engine Oil
3k RL236B 20WS0 & AR SETIE F R A LI

product manual:
7 it

Raffles RL 236B Synthetic Diesel Engine is an ultra-high performance diesel engine oil
refined from high quality hydrogenated base oils and high-tech additive components.
Specially designed, this product can operate under extreme conditions and has a significantly
longer oil-changing cycle for the lubrication requirements of heavy-duty diesel engines in
Europe, America and Japan, providing extremely high clean dispersibility, abrasion resistance
and oxidation stability. The requirements of diesel engines operating under severe conditions
such as load, high speed and high temperature significantly reduce the formation of carbon
deposits, so that the engine can increase the power output and meet the 2004 exhaust
emission standards, especially the low emission EURO, 2.3 and Ill engines. The latest API
CH-4 diesel engine oil specification provides comprehensive protection for a hybrid fleet of
new European, American and Japanese heavy duty diesel engines.
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Advantage / use:
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Improve engine power output.

Effectively control oil consumption and save fuel.

Adapt to different sulfur content of diesel oil and reduce the corrosion of acidic substances
on the engine.

Superior engine deposit control to effectively keep the engine clean and reduce wear and tear
Extend the tour cycle.

Excellent anti-oxidation performance, inhibiting the formation of varnish and colloid during
heating.

The textile oil thickens and blocks the oil path, resulting in insufficient pump oil.
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Typical physical property:
BT
Measurement item Measurement method | Measurement result
SAE viscosity grade SAE ] 300 15W40
Specific gravity @ 15 oC ASTM D 4052 0.8701
Flash point (open cup), oC ASTM D 92 220
Pour point , oC ASTM D 97 -30
Kinematic viscosity @ 400C (cSt) ASTM D 445 110.4
@ 100°C (cSt) ASTM D 445 15.11
Viscosity index ASTM D 2270 143
Total base number, (mgKOH/g) ASTM D 2896 8.5
Chroma ASTM D 1500 2.0
W IH &5k L5 R
SAE G4 SAE ] 300 15140
lkE e 15 °C ASTM D 4052 0.8701
N OFE#Y ,  °C ASTM D 92 220
i, °C ASTM D 97 -30
IBANREE @ 40°C (cSt) ASTM D 445 110.4
@ 100°C (cSt) ASTM D 445 15.11
LR RS ASTM D 2270 143
A BRAE, (mgKOH/g) ASTM D 2896 8.5
% ASTM D 1500 2.0
Meet the following level standards
s AR b
APT CI4/SL
Mack EO-M Plus
ACEA E7-08
Volvo VDS-3
ACEA A3/B4

JASO DH-1 Demonstration
Caterpillar ECF-2

MAN 3275

Cummins CES 20078

MB p228.3 (PA)

Glabal DHD-1

Detroit Diesel 93K215
MTU Type 2
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