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Mobil Super™ 2000 X1 10W-40

Mobil Super 2000 X1 10W-40 is a semi-synthetic motor oil that provides long engine life
and protection against sludge & wear.
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Mobil Super™ 2000 products are industry proven so you can trust you will get the performance
you want from your vehicle. Mobil Super 2000 X1 10W-40 provides:
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e Enhanced sludge prevention

e Excellent engine cleanliness

e Excellent high temperature protection
e Excellent wear protection

e Good cold start-up performance
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e Older engine technologies

e Gasoline and Diesel without Diesel Particulate Filters (DPF)
e Passenger cars, SUV’s, light trucks and vans

e Highway cruising and stop and go city driving

e Normal to occasionally severe operating conditions
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Always consult your owner’ s manual to check recommended viscosity grade and specifications
for your particular vehicle.
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Mobil Super 2000 X1 meets or exceeds the
requirements of: 10W-40
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ACEA A3/B3

API SL

AAE (STO 003) Group B5

Mobil Super 2000 X1 has the following
builder approvals: 10W-40
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MB-Approval 229.1

VW 501 01/505 00
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Mobil Super 2000 X1 is recommended by
ExxonMobil for use in applications
requiring: 10W-40
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Name Method Units Super 2000 X1 10W-40
Density @15C, Relative ASTM D4052 | g/ml 0.87

@ 100°C ASTM D445 | nm* /s 144

Sulphated Ash, wt% ASTM D874 | wt% 0.91

@ 40°C ASTM D445 | mm* /s 97

Density @15°C kgl ASTM D4052 | ° C 0.87

Flash Point, PMCC ASTM D92 °C 230

Pour Point, °C ASTM D97 °C -30

7S Method Units Super 2000 X1 10W-40
@ 15C, HHXF ASTM D4052 | g/ml 0.87

@100°C ASTM D445 | mm’ /s 144

AR K, wt% ASTM D874 | wt% 0.91

@40°C ASTM D445 | nm* /s 97

ZEE@15° Ckg/ |, ASTM D4052 | ° C 0.87

[N/, PMCC ASTM D92 | ° C 230

i, °c ASTM D97 | °C -30
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