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Shell ULTRA 0W-40

Fully synthetic motor oil - Shell's most advanced high performance engine formula.
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Today's cars need a motor that can keep up with their changing needs and do more
to improve performance and engine life. That's why Shell came up with a new way to
produce synthetic base oils, using our patented Shell PurePlus technology to produce
natural gas.
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Shell Spiral Super is a line of top-of-the-art engine oils that use the unique Shell
PurePlus technology to produce engine oil that actively helps keep the engine clean.
Active cleaning technology has always been at the heart of Shell Helix. Starting with
the unique Shell PurePlus technology, this product offers a higher level of cleaning
and protection.
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Shell Ultra OW-40 offers:
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Unbeatable sludge protection - no other oil can bring your engine closer to the
factory.

Low viscosity and low friction, fuel economy up to 1.9%

Excellent wear and corrosion protection

Easier cold start

Suitable for gasoline, diesel and gas engines; also for biodiesel and gasoline/ethanol
blends.
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API SN/CF; ACEA A3/B3, A3/B4; MB approval 229.5; VW 502.00/505.00; Porsche A40;
Renault RNO700, RNO710. Meets the requirements of Fiat 9.55535-72

Typical Characteristics:
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Name Method Units Shell Helix Ultra 0W40
Density @15C, Relative ASTM D4052 | g/ml 844

Viscosity, Kinematic 100C | ASTM D445 |mm’*/s 13.50

Viscosity, Kinematic 40C | ASTM D445 | mn® /s 75. 20

Viscosity Index ASTM D2270 | None 181

Pour Point ASTM D97 °C 42

Flash Point, PMCC ASTM D93 °C 241

Cryogenic pumping viscosity | ASTM D4684 | cP 31900

E4iS Method Units Shell Helix Ultra 0W40
EE@ 15C, Xt ASTM D4052 | g/ml 844

i, i23h% 100C ASTM D445 | mm* /s 13. 50

HiRE, 12317 40C ASTM D445 | mm® /s 75.20

MFE TR ASTM D2270 | None 181

S ASTM D97 | ° C 42

[N £, PMCC ASTM D92 | ° C 241

GRFRIEREE ASTM D4684 | cP 31900
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