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Boosted with TITANIUM FST™ - Strength for Maximum Performance
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Description

i

Modern high—-tech engines deliver increased power and maximum performance,
so they work

harder and at higher pressures than in the past.

The possible metallic contacts of the engine parts are only prevented by
the presence of lubricant, so it will

must be possible and remain possible.

Castrol EDGE is Castrol’s strongest and most technologically advanced
lubricant line. With TITANIUM FST ™ technology

doubles the strength of the lubricating film, preventing the breakdown
of the lubricating film and

at the same time reduces friction.

Castrol EDGE with TITANIUM FST ™: maximizes the performance of vour
engine.
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Application
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Castrol EDGE OW-30 is suitable for use in petrol and diesel engines where
the manufacturer recommends

ACEA C3, API SN or earlier lubricant.

Castrol EDGE OW-30 is also approved for use in multi—purpose cars, please
refer to the specification chapter of vour car s owner s manual.

* GM dexos2®: overlaps with GM-LL-B-025 and GM-LL-A-025: GB2C0923082

55552 EDGE OW-30 3 H T+ il 2t i 41 77 11 7/t AN 43 e 2L

ACEA €3, APT SN ol 5 FL i i 541

5595 % EDGE OW-30 W ttif T2 Hi& 74

R P R A R B e P, A0S TR TR — 5 2 DA AT A B R A, SR
ECRARABAS T AT TR R iE: 4006800770, FRA IR LIS R M B KL B B AR T S R M AT
FFHER, TR 2 B A ST T 7 |




image2.png
AR TATHEO

Castrol A7) T W3 A R B A HE M-01/18
T2 R RS 2
#GMdexos2®: &5 GM-LL-B-025 Ml GM-LL-A-025 fi#%: GB2C0923082

i

Advantages
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Castrol EDGE OW-30 gives you the confidence to demand maximum performance
from modern, high-speed

performance sports car engines that require lower viscosity lubricants.
Castrol EDGE 0W-30:

Maximizes engine performance in the short and long term

Reduces engine deposits by helping to maintain a top—level response
Provides unsurpassed levels of protection in any driving conditions and
temperatures.

It releases and maintains the maximum horsepower of the engine for longer,
even when pressed on

limit.

Improves engine efficiency, proven by independent testing

It guarantees excellent performance even at low temperatures.
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Typical Features
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Test Method Units Castrol EDGE OW-30
Density @ 15° C, Relative | ASTM D4052 g/ml 0.842

Kinematic viscosity @ 100 ° C | ASTM D445 mn’ /s 12.3

Viscosity, CCS@-35 ° C (OW) | ASTM D5293 | mPa.s (cP) | 5800

Kinematic viscosity @40 ° C | ASTM D445 mn’ /s 72

Viscosity index ASTM D2270 None 169

Point of Flow ASTM D97 °C =51

Flash point PMCC ASTM D93 °C 200

Ash, Sulfur ASTM D874 % wt 0.8

b P AR SR AT S R I A S o R SRR i — B B LU SRR B B B, 3R
THBCE AR AT DR B A% 4006800770, FRA) I AKHZ LA R A H ARG B B AR b7 18 A VEEAT
SBTHRLR, TRASHE R 2 B A S SR AT ST





image3.png
AR TATHEO

Castrol &%) PO AR REIE BRI F= AR SO M-01/18
P Jii% Bfy Castrol EDGE 0W-30
EE@15° C, HXF ASTM D4052 g/ml 0. 842

ZFHiEe 100° C ASTM D445 mm® /s 12.3

iR, ccs@-35° € (oW) ASTM D5293 mPa. s (cP) | 5800

ZHHiEe 40° C ASTM D445 mn’ /s 72

HHEETREL ASTM D2270 None 169

iz =3 ASTM D97 °C -51

[N 41 PMCC ASTM D93 °C 200

K, B ASTM D874 % wt 0.8

Product Performance Specifications
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ACEA C3

APT SN

BMW Longlife-04

dexos2® *

MB-Approval 229.31 / 229.51
Renault RN 0700 / RN 0710

VW 502 00/505 00

Save
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All packages must be stored in a sheltered place. In cases where the
storage is abroad

space can not be avoided, the drums must be placed in a horizontal position
in order to prevent possible

water ingress and destroying the label of the barrel. Products should not
be stored in temperatures

higher than 60 ° C, exposed directly to the sun or frost.
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