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Raffles RL162B 15W40 steam diesel general engine oil

S L RL162B 15WA40 R EEIH I R AL
product manual:
7 it

Raffles RL162B 15W40 Synthetic Oil combines state-of-the-art lubrication
technology with advanced hydrocracking base oils and high-tech core additives to
provide extreme protection for gasoline, diesel, LNG and CNG engines operating
under harsh conditions . Raffles RL162B 15W40 Synthetic Oil not only meets the high
performance standards of the American Petroleum Institute API SM, but also exceeds
the relevant standards in terms of exhaust emissions, fuel consumption and volatility.
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Advantage / use:
(WA EbE
It can effectively protect the engine when traffic is crowded.
Make the engine run smoothly.
Effectively protect the engine under poor driving conditions.
Beyond the US gasoline engine and LNG engine.
And the highest standards for oils used in compressed natural gas engines.

BEAE SN BEIN A AR KRBT

AR EHLIZFEIG E .
BB T AR R BB

BT SRR L. AR AR TR B
IS 248 R AR SR B WU i A e i b

e P AR SR AT S R D A A R R R b B LU SRR B B B, 3R
THBCE AR AT DR B A% 4006800770, KA I AKHZ LA R A H ARG BB R bR 18 A VEEAT
BUITRLR, TRASRER 2 B AR SC R S MM EAT ST




[image: image2.png]AR TATHED

Raffles %1 iE: 0S| AR W 7= AR S M-01/18
Measurement item Measurement methods Measurement result
SAE viscosity grade SAE J 300 15W40
Specific gravity @ 15 oC ASTM D-4052 0. 8699
Flash point (open cup), oC ASTM D-92 222
Pour point , oC ASTM D-97 -33
Kinematic viscosity @ 400C (cSt) | ASTM D445 113.9

@ 100°C (cSt) ASTM D-445 14. 66
Viscosity index ASTM D-2270 132
Total base number, (mgKOH/g) ASTM  D-2896 6.1
Chroma ASTM D-1500 2.5
WETH W& 7% MELER
SAE HhEEEL SAE J 300 15W40
lk#E @ 15 °C ASTM D-4052 0. 8699
W OFE# ,  °C ASTM D-92 222
s, °C ASTM  D-97 -33
EHKE @ 40°C  (cSt) ASTM  D-445 113.9
@ 100°C (cSt) ASTM D-445 14. 66
MR R ASTM  D-2270 132
B, (mgKOH/ g) ASTM D-2896 6.1
(R ASTM D-1500 2.5
Meet the following level standards:
a5 Jbrife:

API SL

ACEA A3/B3-04, A3/B4-04
Mercedes-Benz 229.1
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