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Raffles RL135B fully synthetic motor oil
JHh 1 RL135B 44 b LI

product manual:
A

Raffles RL135B Synthetic Motor Oil is a new all-synthetic sedan engine oil with full
synthetic base oil and high-tech core additives and advanced blending technology, in line
with the APl classification of the highest operating standard APl SN, to meet the
requirements of the latest gasoline engine Exhaust gas emissions, fuel consumption control
and volatility standards provide superior protection for the latest gasoline engines. RL135
fully synthetic motor oils are more energy efficient and can improve fuel economy. In today's
era of energy shortage, it has high practical significance. At the same time, it is more
environmentally friendly and reduces emissions of harmful gases and harmful substances.
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Advantage / use:

e &
The operation is smoother.
Beyond the highest standards of US gasoline engines and LPG/CNG engines.
Improve the durability and energy saving requirements of the exhaust system.
Clean the piston system to prevent engine fouling.

Extreme pressure protection to extend service life.
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Measurement item Measurement methods Measurement result
SAE viscosity grade SAE J 300 5W40
Specific gravity @ 15 oC ASTM D 4052 0.8503
Flash point (open cup, oC) |ASTM D 92 216
Pour point , oC ASTM D 97 -42
Kinematic viscosity @400C (cSt) ASTM D 445 79.73
@ 100°C (cSt) ASTM D 445 14.23
Viscosity index ASTM D 2270 186
Chroma ASTM D 1500 3.0
WETH W&k MELER
SAE IS5 SAE ] 300 5140
lkE e 15 °C ASTM D 4052 0.8503
WA OFE#,  °C ASTM D 92 216
A, °C ASTM D 97 42
EBNHEEe40°C (cSt) ASTM D 445 79.73
@ 100°C (cSt) ASTM D 445 14.23
TR ASTM D 2270 186
R ASTM D 1500 3.0

Meet the following level standards:

a5 Jbrife:

API SN/CF
ACEA A3/B3
ACEA A3/B4
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