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Raffles RL-664 ATF 7 HP

S+ RL-664 ATF 7 HP

product manual:
AR

Raffles RL-664 ATF 7 HP Synthetic Automatic Transmission (7229. Gearbox,
manufactured after June 21, 2010, ATF 7HP Part Number: A001 989 7803) Dedicated, low
viscosity, high performance automatic transmission fluid. Improve drive efficiency and save
fuel. Its optimum coefficient of friction ensures efficient shifting smoothness during full load
operation and throughout the oil change interval: low viscosity and optimum

annual/temperature performance reduce fuel consumption and CO2 emissions.
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Advantage / use:
e &
Provides excellent oxidation and thermal stability for a longer service life.
Excellent wear protection to protect critical transmission components.
High viscosity index and excellent viscosity stability.
Provides good low temperature fluidity in extremely low temperature environments.

Excellent rust and corrosion protection.
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Measurement item

Measurement method

Measurement result

Specific gravity @ 15 oC ASTM D 4052 0. 8420
Flash point (open cup), oC ASTM D 92 192
Pour point , oC ASTM D 97 —45
Kinematic viscosity @400C (cSt) ASTM D 445 18. 89
@ C (cSt) ASTM D 445 4. 588
\1SLOSIT} index ASTM D 2270 169

Exterior

Visual inspection

Light blue
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MHid , °C ASTM D 97 -45
JJMW @ 40°C (cSt) ASTM D 445 18. 89
@ (m) ASTM D 445 4.588
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Meet the following level standards:
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MB 236. 14,MB 236. 15
MB 236.12,MB 236. 10
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