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Raffles RL 661 ATF 4 HP is a premium synthetic automatic transmission fluid. Formulated
with selected high viscosity index synthetic base oils and the latest additive technology, it
provides excellent protection for a wide range of vehicles in North America, Europe and Asia,
especially for Chrysler ATF+4. Mercedes 236 and Toyota T-IV standard cars.

Raffles RL 661 ATF 4 HP is recommended for all requirements in accordance with DII, DIII(G)
and DIII(H)

Standard GM. Its performance has exceeded JASO 1A, ALLISON C-4 or Cat TO-2 fluid
specifications and reached the Toyota TYPE T-IV Anti-Jitter Durability (ASD) level.
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Advantage / use:
e &
Provides excellent oxidation and thermal stability for a longer service life.
Excellent wear protection to protect critical transmission components.
High viscosity index and excellent viscosity stability.
Provides good low temperature fluidity in extremely low temperature environments.

Excellent rust and corrosion protection.
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Typical physical property:
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Measurement item Measurement method | Measurement result
Specific gravity @ 15 oC ASTM D 4052 0. 853
Flash point (open cup), oC ASTM D 92 198
Pour point , oC ASTM D 97 —45
Kinematic viscosity @400C (cSt) ASTM D 445 36. 09
@ 100°C (cSt) ASTM D 445 7.009
Viscosity index ASTM D 2270 159
Exterior Visual inspection red
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Meet the following level standards:
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GM DEXRON IID, IIE, III-H
Caterpillar TO-2

Ford Mercon

Asin Warner AW-1

Allison C-4 , TES-389

ZF TE-ML 09 , ML 21L
Volvo 97340
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