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Helix HX7 10W-40A3/B4 SN

New all-synthetic engine oil, amazing road conditions, full-time protection
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Performance advantages
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Shell Heineken HX7 PLUS series, a new all-synthetic engine oil, using Flexi-Molecule
instantaneous core molecular technology, can be activated under harsh conditions
such as high temperature and high pressure, inhibit oil oxidation, and can form a
protective barrier on the friction surface. The engine provides lasting protection
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Whether turbocharging or automatic start and stop, whether it is urban congestion
or long distance driving, HX7 PLUS can easily deal with various challenges. Variety of
road conditions, full-time protection.
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Based on API SN standard program IVA test or ACEA OM646LA test.
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Power Clean Dispersion Technology

Provides clean protection and excellent performance
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Efficient lubrication

Reduce engine friction, high temperature operation can also maintain stability and
provide strong engine protection
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Good shear stability Increase engine speed, reduce wear, and save fuel
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Reduce vibration and engine noise Effectively protect the engine Make driving
smoother and quieter
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Specifications:
FE:

API SN/CF; ACEAA3/B3, A3/B4;
JASO SG+; MB approval 229.3;
VW 502 00/505 00;
Renault RN0700, RN0O710.
Meets the requirements of Fiat 955535-G2

Typical Characteristics:
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Name Method Units Shell HX7 10W40
Density @15C, Relative ASTM D4052 | g/ml 860

Viscosity, Kinematic 100C | ASTM D445 |mm’*/s 14. 37
Viscosity, Kinematic 40C | ASTM D445 | mm* /s 96. 31
Viscosity Index ASTM D2270 | None 154

Pour Point ASTM D97 °C —45

Flash Point, PMCC ASTM D92 °C 246

Cryogenic pumping viscosity | ASTM D4684 | cP 21100
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