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Shell Heineken HX7 5W40

New all-synthetic engine oil, amazing road conditions, full-time protection
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Performance advantages
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Shell Heineken HX7 PLUS series, a new all-synthetic engine oil, using Flexi-Molecule
instantaneous core molecular technology, can be activated under harsh conditions
such as high temperature and high pressure, inhibit oil oxidation, and can form a
protective barrier on the friction surface. The engine provides lasting protection
FEMLEE J) HX7 PLUS 240, A 4= OR AN HLIM, K] Flexi-Molecule [BF N 57+
AR, BETE svib i 5 NS AR WO, ARIBLI R, vl 7E IR I 0%
AR BERE, R AW ERE A I TR

Whether turbocharging or automatic start and stop, whether it is urban congestion
or long distance driving, HX7 PLUS can easily deal with various challenges. Variety of
road conditions, full-time protection.
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Based on API SN standard program IVA test or ACEA OM646LA test.
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Specially applicable to all kinds of medium-sized compact SUV four-wheel drive
models Mid-to-high-end business MPV various B-class sedan and high-end A-class
family sedan
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Features
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Transient molecular technology

Do not be afraid of the frequent start and stop of the city and tell driving
Provide full-time engine protection
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Specifications:
Fb:

API SN/CF; ACEAA3/B3, A3/B4;

JASO SG+; MB approval 229.3;

VW 502.00/505.00; GM LL-A/B-025;

Renault RN0700, RN0O710.

Meets the requirements of Fiat 9.55535-N2 and 9.55535-M2

Typical Characteristics:
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Name Method Units Shell HX7 5W40
Density @15C, Relative ASTM D4052 | g/ml 843.3
Viscosity, Kinematic 100C | ASTM D445 |mm’*/s 14. 45
Viscosity, Kinematic 40C | ASTM D445 | mm* /s 87.42
Viscosity Index ASTM D2270 | None 172

Pour Point ASTM D97 °C —45

Flash Point, PMCC ASTM D92 °C 242

Cryogenic pumping viscosity | ASTM D4684 | cP 20200
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